SELECTION GUIDE

CUSTOM CRAFTED STEEL

* Choice of I'| Carriage House panel designs.
* Choice of 8 window/top section options.

* Virtually maintenance-free construction.

* Modern upward acting operation constuction
with stylish old world charm.

» EZ-SET® Torsion Springs
standard on most sizes.

MX13/MF13  MX12/MF12  MX11/MF11
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e Available in 2 door thicknesses,
2" base door or | 3/8" base door.
(2" base door standard with
insulated windows when =
windows are ordered.)

BASE DOOR COLORS INSULATION OPTIONS

2" Insulation — MX Models
I 3/8" Insulation — MF Models [ sop | arcison |
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White | Almond Sandtone |
| | '

MX33/MF33

*Overlay available in White only on all base door colors. Door and overlay can be
painted any color except black or colors with a light reflective value (LRV) lower than 8.
Painting doors with colors lower than LRV 8 will void warranty.

PANEL DESIGNS/MODELS PANEL DETAILS
SERIES | SERIES 3

MX11/MF11 MX12/MF12 MX13/MF13 MX31/MF31 MX32/MF32 MX33MF33
SERIES 2

MX35/MF35  MX32/MF32

MX34/MF34  MX31/MF31

I PRODUCT INFORMATION

ed Edge Center Groove N

* Four-layer door (Steel + Insulation + Steel + Composite Overlay). ) <o doors available in 6'6", 7', T'6" and 8" heights only.

* Base door contains 2" or |3/8" thick polystyrene insulation.
(2" base= 9.0 R-Value) (13/8" base= 6.5 R-Value)

Overlay is made of 5/g" thick custom composite material.

* Heights are determined using a combination of 18" and/or
24" sections.

e Available in 8',9', 10", 12', 15", 15'5", 16" and 18" widths.
e Series 2 Models MX22/MF22 and MX23/MF23 and Series 3 Models

Custom Crafted Steel Carriage House doors
are designed with decorative center grooves
and stylish beveled coped edges.

* Commercial grade 14 gauge steel hinges for long-lasting performance.

* High-cycle nylon rollers for quiet operation. MX34/MF34 and MX35/MF35 are not available in 12" widths.
* Bottom weatherseal in rust-proof, aluminum retainer.
MX21/MF21  MX22/MF22 MX23/MF23 B MX34/MF34 MX35/MF35 SPECIAL NOTES
STYLE AND FINISH * An automatic garage door opener (minimum /2 HP)
WINDOWI/TOP SECTION OPTIONS * Base door has a natural woodgrain texture, painted with a baked-on is recommended.
L rp— R e i | —pe— primer and polyester top coat. * 15" radius track standard. 14" of headroom is required plus 3"
Solid ARCH] (Solid) ARCH3 ARCHA4 sQ23 sQ24 * Overlay in White only with a detailed beveled, coped edge. for a garage door opener. Interior slide lock standard.
> > N T e e * All windows are double strength 1/8" clear glass with removable * Door and overlay can be painted any color except black or colors
el EEE EEEE EEEE [ series sorlrirgtz; are no Z::;nsemvaV; vatv;nb;\gon el chosen beveled overlay grille for easy cleaning. (2" base door includes with a light reflective value (LRV) lower than 8.
REC13 REC14 See deor images oninext pageifor more details insulated windows.) Painting doors with colors lower than LRV 8 will void warranty.
DECORATIVE HARDWARE * EL-SET® Torsion Springs are STANDARD on most doors; see Millwork WARRANTY
Standard Optional Decorative Team Member for specific details. e .
__f. a Locking * Limited Lifetime Paint System Warranty.
I 8 Spad; o :mge poor Stud : * Limited 7-year Overlay & Window Discoloration Warranty.
Spade Step  Spade Lift Handles Decorative Handle ~ Fleur de Lis Lion’s Head Ring Door  Fleur de Lis Fleur de Lis Escutcheon * Limited 3-Year Overla)' & Window Delamination &
Plate (I pair) with Keyhole (I pair) Handle (I pair) Door Knocker Knocker Step Plate Strap Hinge Plates Hardware Warranty.
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